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DIF GEAR SET 44/13




GT851276 DIFFERENTIAL 42T - SET

BAG.





DETAIL

USE GREASE

USE GREASE
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➊
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➊
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2x

USE 

GREASE

USE 

GREASE



➊

➋

➌

➍

Fill the di�erentials 

with oil just above 

the satellite gears.

INCORRECTCORRECT

FRONT di�: 300.000cSt / REAR di�: cSt

32.3~32.5 mm

Tighten the screws equally Finish  tightening  in this  order
After assembly the di�erentials should have 

a length of 32.3~32.5 mm measured from the 

ends of the installed ball-bearings. 

If di�erentials are 

longer, retighten 

the 4 screws holding  

the crown gears.

USE OIL

USE OIL USE OIL

If there is too much or too little di� side play, this may create non-optimal gear mesh between 

the di� gear and the pinion drive gear. This is easily resolved by inserting 1 or 2 of the included 

thin shims behind a di� outdrive ball-bearing , depending on how much play there is.

FRONT & REAR DIFF GEAR MESH ADJUSTMENT

THE LOCATION OF THE SHIM(S) DEPENDS ON WHETHER 

YOU ARE TRYING TO CLOSE OR OPEN THE GAP.



➊

➋

➌

➍

To OPEN a narrow gap: 
add 1 or 2 shims on
the other side of the di�, 
away from spur gear  

insert shim(s) here

OPEN A NARROW GAP

S 13x16x0.2mm (10)

 S 13x16x0.1mm (10)WASHER

TO CLOSE A WIDE GAP TO OPEN A NARROW GAP

To C LOSE a wide gap: 

add 1 or 2 shims 
against di� spur gear

 S 13 x 16 x 0.2 mm (10)

 S 13 x 16 x 0.1 mm (10)WASHER

insert shim(s) here

CLOSE A WIDE GAP



BAG.6
BAG.6  NITRO

GT851270

GE00778.02

GE01270.10

GE01285.32

GT851030

GT851670

GE01240.02

GT8510-10

GT851046

GE00778.03
GT851070

GE01270.10

GE01285.41

GE01280.32 GT851260

GT851060

GT851670

GE01240.02

GT851020

GT851049

GT851250

GE01285.32

GT851070

GRAPHITE 2-SPEED GEARS 

LONG LIFE (RECOMMENDED)

GT851945 45T 2nd

GT851946 46T 2nd

GT851947 47T 2nd

GT851948 48T 1st

GT851949 49T 1st

GT851950 50T 1st

COMPOSITE   2-SPEED GEARS

GT851045 45T 2nd

GT851046 46T 2nd

GT851047 47T 2nd

GT851048 48T 1st

GT851049 49T 1st

GT851050 50T 1st

BAG.



BAG.6
BAG.6  NITRO

➊

➊

➋

➋➌

➍

➍

➎

➎

Setscrews must 

NOT protrude 

Top of  screw  head 

should  be  level  with 

hole bottom edge

Do  not  overtighten  gap-setting 

setscrews.  Only  tighten  until  roller 

pins contact the center hub. 

SHIFT-POINT SCREW

SHOE - GAP SETSCREW

NOTE ORIENTATION



49

NOTE ORIENTATION

46

NOTE ORIENTATION







GT851271

GE01285.41

GT851395

GT855021

GE01270.08 (TBEI 3x12)

GT855030
optional GT855082 - TITANIUM 9 gr

GT855090

GT855090

GT855022

GT851395

GT851271

GE01285.41

(4x4)

GT851395

GE01270.04

(TBEI 3x4)

GT855841

GE01285.34

GE01285.34

(3x10)

GE850633

GE01250.01

(TS 3x6)

GT855070

GT855080

GT851049

GE00778.02

GE01285.41

(grub screw 4x4)
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OPTION BRAKE DISK RACE LINE



BAG.



BAG.



Pinion

19T~24T (NOT INCLUDED)

M4
M4

M3

M3

Use M3 or M4 screws which fit  your motor.

(M4 INITIAL SETTING)

USE OIL

BAG.



BAG.



BAG.
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INITIAL  PRELOAD  SETTING

BAG.



BAG.
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BAG.



BAG.



BAG.



BAG.



BAG.
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BAG.



GE04000.30   SILICONE OIL 300CST..........60ML

GE04000.40   SILICONE OIL 400CST..........60ML

GE04000.50   SILICONE OIL 500CST..........60ML

GE04000.60   SILICONE OIL 600CST..........60ML

GE04000.70   SILICONE OIL 700CST..........60ML

GE04000.80   SILICONE OIL 800CST..........60ML

GE04001.00   SILICONE OIL 1.000CST.......60ML

GE04002.00   SILICONE OIL 2.000CST.......60ML

GE04003.00   SILICONE OIL 3.000CST.......60ML

GE04004.00   SILICONE OIL 4.000CST.......60ML

GE04005.00   SILICONE OIL 5.000CST.......60ML

GE04006.00   SILICONE OIL 6.000CST.......60ML

GE04007.00   SILICONE OIL 7.000CST.......60ML

SILICONE OIL

SPRING

GE04008.00   SILICONE OIL 8.000CST .........60ML

GE04009.00   SILICONE OIL 9.000CST .........60ML

GE04010.00   SILICONE OIL 10.000CST .......60ML

GE04020.00   SILICONE OIL 20.000CST .......60ML

GE04030.00   SILICONE OIL 30.000CST .......60ML

GE04050.00   SILICONE OIL 50.000CST .......60ML

GE04060.00   SILICONE OIL 60.000CST .......60ML

GE04100.00   SILICONE OIL 100.000CST......60ML

GE04200.00   SILICONE OIL 200.000CST......60ML

GE04300.00   SILICONE OIL 300.000CST......60ML

GE04500.00   SILICONE OIL 500.000CST......60ML

GE04990.00   SILICONE OIL 1.000.000CST...60ML

GT858000   SHOCK SPRINGS SET...............  (10)

GT858040   SHOCK SPRINGS BLACK.........  4.0 COILS - HARD (2)

GT858045   SHOCK SPRINGS BLUE............  4.5 COILS - MEDIUM/HARD (2)

GT858050   SHOCK SPRINGS WHITE.........  5.0 COILS - MEDIUM (2)

GT858055   SHOCK SPRINGS RED..............  5.5 COILS - MEDIUM/SOFT (2)

GT858060   SHOCK SPRINGS YELLOW...... 6.0 COILS - SOFT (2)

GT858065   SHOCK SPRINGS ORANGE...... 6.5 COILS - SUPER SOFT (2)

GT858070   SHOCK SPRINGS - Linear - DARK BLUE (2)

GT858075   SHOCK SPRINGS - Linear - DARK GRAY (2)

GT858080   SHOCK SPRINGS - Progressive - GOLD (2)

GT858085   SHOCK SPRINGS - Progressive - PURPLE (2)

GT858090   SHOCK SPRINGS - Progressive - SILVER (2)

GT858095   SHOCK SPRINGS - Progressive - OCRA (2)

GT858100   SHOCK SPRINGS - Progressive - GREEN FLUO (2)

GT858    

GT858   SHOCK SPRINGS  

SPRING





springs

soft

hard

linear progressive

GT8 & Genius XR4.22 1:5 F1 & XR-XR4 EVO

GT858065

orange

GT858080

gold

GT858060

yellow

GT858055

red

GT858085

purple

GT858082

pink

GT858050

white

GT858090

silver

GT858070

dark blue

GT858045

blue

GT858095

ocra

GT858075

dark gray

GT858100

green fluo

GT858040

black

soft

hard

GE00766.00

yellow

GE00759.01

silver

GE00769.04

green fluo

GE00760.01

green

GE00769.03

orange

GE00761.01

gold

GE00769.00

red

GE00768.00

black

GE00769.01

white

GE00769.02

pink

GE00767.00

light blue

biconical

44
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Art. GT851799 CLUTCH



Cut

NOTE ORIENTATION

NOTE ORIENTATION

0mm

7x10x0.2  / 0.3  / 0.5

Use appropriate shims 

to achieve proper 

clutchbell endplay

NOTE ORIENTATION

USE OIL

.






































 

AERO SERIES LIGHT SERIES RACE SERIES
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MODELTEK
di Noacco Zeno, 

Via Madonna di Strada, 34  

33048 San Giovanni al Natisone 

(UD) Italia

+39 0432 1849976

info@genius-racing.com


